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H (180°C)(IEC 85)

. -10°C, +60°C
IP65 (ISO 60529) ; IP68 
DIN 46340 3-  (DIN 
43650)
ISO 4400 / EN 175301-803   A, 

 (   Ø6-8 mm) 
IEC 335

AC 12V 15VA, 24V 15VA, 48V 15VA, 
110V 15VA, 230V 15VA, 230V 24VA 
DC 12V 18W, 24V 18W, 48V 18W, 110V 
18W 

 – 
AC -15%, +10% DC -5%, +10%
50 Hz (60 Hz…) G A B H – 

3/8” 69 57 135

.  (SS 304) 1/2” 69 57 135. ,
EPDM   3/4” 73 57 142 (EN 12735-1) 

, , . 1” 99 77.5 150

BSP ( : NPT) 1 1/4” 112 86.5 180

:  – ,
PTFE 1 1/2” 123 94 190

 ATEX ( ) 2” 168 123 216

. 5°E (~37 2 )
: 400-1600
: 1000-2000

NBR -10  … +80
EPDM -10  … +130
VITON -10  … +160
PTFE -10  … +180
RUBY -10  … +160

. . Kv

S6021 G Lt/d
k

NB
RAC DC Viton EPDM 

S6021.02 3/8” 16 0 5 3 69 1.15
S6021.03 1/2” 16 0 5 3 69 1.10
S6021.04 3/4” 20 0 5 3 108 1.12
S6021.05 1” 25 0 5 3 172 1.30
S6021.06 11/4” 32 0 5 3 345 3.55
S6021.07 11/2” 40 0 5 3 415 3.45
S6021.08 2” 50 0 5 3 690 3.88
 G (BSP) (ISO 228-1)  (NPT (ANSI 1.20.3)) .

 TORK ,  (PED) 97/23/EC 
 (LVD) 2006/95/ECC. 


